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DOWNLIGHT

LITED / LE CATALOGUE Édition 2018 / Downlight - Cobi

DRIVERS EN OPTION

W RÉFÉRENCES DESCRIPTIONS

10W LT-DRIVER10P Driver LITED gradation à la phase

10W LCA-17-250-700 Driver TRIDONIC DALI/PUSH DIM 17W 250-700 mA 
Class I

ACCESSOIRES

RÉFÉRENCES DESCRIPTIONS

EXT-10 Collerette de rattrapage blanche Ø120 mm pour LT-DW-10

W T° LM RÉFÉRENCES DESCRIPTIONS LUMINAIRE

10W 3000K 679lm LT-DW-10WW Downlight LED COBI Blanc 10W IP44 3000K fixe + driver non dimmable

10W 4000K 805lm LT-DW-10 Downlight LED COBI Blanc 10W IP44 4000K fixe + driver non dimmable

10W 3000K 679lm LT-DW-10NWW Downlight LED COBI Noir 10W IP44 3000K fixe + driver non dimmable

10W 4000K 805lm LT-DW-10N Downlight LED COBI Noir 10W IP44 4000K fixe + driver non dimmable

10W 3000K 679lm LT-DW-10AWW Downlight LED COBI Gris 10W IP44 3000K fixe + driver non dimmable

10W 4000K 805lm LT-DW-10A Downlight LED COBI Gris 10W IP44 4000K fixe + driver non dimmable

10W 3000K 679lm LT-DW-10IPWW Downlight LED COBI Blanc 10W IP65 3000K fixe + driver non dimmable

10W 4000K 805lm LT-DW-10IP Downlight LED COBI Blanc 10W IP65 4000K fixe + driver non dimmable

10W 3000K 679lm LT-DW-10ABWW Downlight LED COBI Alu brossé 10W IP44 3000K fixe + driver non dimmable

10W 4000K 805lm LT-DW-10AB Downlight LED COBI Alu brossé 10W IP44 4000K fixe + driver non dimmable

10W 3000K 679lm LT-DW-10PWW Downlight LED COBI Blanc 10W IP44 3000K fixe + driver gradation à la phase

10W 4000K 805lm LT-DW-10P Downlight LED COBI Blanc 10W IP44 4000K fixe + driver gradation à la phase
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DIMENSIONS
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RAL  
9006
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COBI
10 W MONO LED FIXE

1

H (m)

10 W

1,08

D (m)

930

Em (lx)

3 3,26 103
2 2,17 232

Ø Installation 70 mm

80 mm

52
 m

m

DONNÉES TECHNIQUES OPTIONS

FONTE 
D’ALUMINIUM


